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Our Battery repair charger

The smart fast charger has been designed and developed with consideration of battery characteristics. It utilizes
microcomputer control technology to ensure comprehensive protection for the battery, including an automatic
shut-off feature once the battery is fully charged. The charger incorporates a smart three-phase charging mode
for rapid charging, and its hanging-style design allows for easy installation.

FEATURES
e Microcontroller (MCU) intelligent control and battery -« Short circuit protection
charging management « Reverse polarity protection
« Automatic shut-off when the battery is fully charged « Over-voltage protection
« Adaptive battery voltage « Over-current protection
« Three-phase microcomputer control (constant  Digital display screen
current, constant voltage, floating charge) » Lead-acid & Gel battery charging

WHAT IS PULSE REPAIR

The pulse charger is a charging current and voltage that changes with the change of the battery’s own
capacity and internal resistance, preventing sulfation after charging and discharging, and effectively extending
the battery life.
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TECHNICAL SPECIFICATIONS

MODEL CSW30A

MAIN PRODUCT SPECIFICATIONS
Charging Current

Battery Voltage (DC)

Rated Input Voltage (AC)

Rated frequency

Full Load Efficiency

Shock-resistant to high-impact forces

Temperature Range

3~30A
12V/24V Adaptive

170V ~ 250V
50Hz

287%
SAEJ1378
-40~ +90°C
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